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Do not throw the appliance away with the normal

household waste at the end of its life, but hand it in at

an official collection point for recycling. By doing this
mmmmm  You will help to preserve the environment.

1.0 Safety Instruction

Put the Device always on a stable and straight Surface. In case of
falling it can be damaged.

Don't place the Device into direct Sunlight or in Places with high
Temperature. This can damage the Device or shorten his average
useful Life.

Don't place it in the near of Heat Sources, like Radiators or other
heat producing Devices.

Don'’t expose the Device to Rain, Water, Wetness or high Humidity.
Don't place it in the Bathroom or the Kitchen in the near of a Sink.
Avoid the direct Contact with Water.

Don't try to open the Device.

Prior to the first use of our product make a backup of your data.
We are not liable for any loss of data, unless you can accuse us
intention or gross negligence.

In any case, liability for loss of data is limited to the effort that is
necessary to restore from existing backup copies.

Congratulations to the Purchase of the AU0002B!
Please read the Manual and Safety Instructions before using the
Product for the first Time. Otherwise Damage can be the Result.

2.0 Introduction

AUO0002B can connect your serial device through USB. With the
Logilink USB Serial Adapter AUO002B, you connect a 9-pin serial
device such as Joystick, PDAs, cellular phones, digital cameras,
modems or ISDN terminal adapter through a free USB port on
your computer.
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2.1 Product

2.2 Specification

e Supports the RS232 Serial interface

o Full compliance with the USB Specification

o USB Bus power support, no external power required

e Supports to Windows 98SE/ME/2000/2003/XP/Vista/7, Linux,
Mac OS 8.6 or higher

2.2 System Requirements

e IBM PC 486DX4-100 MHz CPU or higher or compatible system

o Available USB port

e CD-ROM drive

e Windows 98SE/ME/2000/2003/XP/Vista/7, Linux, Mac OS 8.6
or higher

3.0 Installation

3.1 Software Installation

Follow the following steps is to install under Window 2000.

1. Turn on your computer; Make sure that the USB port is
enabled and working properly.

2. During the installation, please don't link USB-Serial cable with

your computer.
3. Double click "setup.exe "as following, then it will start g
install Tt
4. After installation, please click "OK ”
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3.2 Hardware Installation

1. Plug in the USB-Serial cable AU0002B into the USB port and
run the Found New Hardware Wizard to assist you in setting
up the new device.

2. Click ‘Next’ to continue.

Welcome to the Found New
Hardware Wizard

Tis wizard helps you inctala devies diver for
haidware device.

To continue, cick Next

B -

3. Select the “ Search for a suitable driver for my device
(re-command) “

Install Hardware Device Drivers
A devics diver s 3 soltware progrem that ensbles 3 hardware device to work with
n opersting system.

This wizaid wil complete the installaton fo tis device:

@_ USB Device

A device diver i & software program that makes & hardare device wark, Windows
nesds drive s for yous new device. To locate diver fes and complte the.
installaion click Nest.

What do you want the wiatd to ds?
& Bearch for a sui able diiver for my devies (iscommended}

£ Display alist o the known divers for ths device sa that | can choose  speciic
diiver

<Back Cancel
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4. Windows starts to detect the driver and Click ‘Next’ to
continue installation.

Found New Hardware Wizard E

Diiver Files Search Results
The wizard has for diver fils for your

The wizard found a diiver far the folowing device:

@ USB Device

Windows found a diver for this device. T anstallthe diiver Windows faund, ciick Nest.

:

< Back Cancel

5. Click ‘Finish’ to continue and let Windows copy the needed
files to your hard disk

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

\> Proific USB-to-Serial Comm Port

‘Windows has frished instaling the softwars for this device.

To close this wizard, click Finish.
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6. After finish, you can to check the Device Manager and find
the Prolific USB to Serial Comm Port (see picture as below).

| adion wew || + |85 @ [ 2 |
228 1-KOBLSNWSTF1GS
8 Conpurer
- Disk hves
3l Display adapters
] £5} DYD/CD-ROM drives
+} 2 Floppy disk controllers
£ & Floppy disk drives
i]. @ Human Interface Devices
i &2 IDE ATAJATAPL controllers.
% Keyboards
£33 Mice and other pointing devices
7 & Woritors
3 Porks (COM&LPT)
7 Communications Port (COMLY
7 Communications Pork (COM2)
5 ECP Printer Port (LPT1)

ound,
System devices
Universal Serial Bus contrallers

3.3 How to Change COM Port

3.3.1 Under Windows 98SE —
you can change the COM Port via setcom.exe
software

3.3.2 Under Windows Me/2000XP —
Kindly following the steps as below. :

1. Please click on the Device Manager\ Devices by
connection \ ports (COM & LPT). (See Images 1)



& &
EQ Other devices ;I

.~ Parts (COM&LPT)

r;yi Communications Port {COM1)
% Communications Port (COMZ)
o Frinker Port (LPT1)

c"gjf Sound, video and game controllers
[H] System devices

&2 Universal Serial Bus controllers
(Images 1)

Ll

2. Double click on “Prolific USB-to- serial Comm port
(COMB3)” and it will go to * properties'. (see Images 2)

Prolific USB-to-Serial Comm Port {COM3) Properties 2%/

Genersl Poit Setings | Diver |

B persecond: [EETRRM
Daabis s -]
Paity [Nore ]
sopbis [T =]
Foweonrat [None ]

Advanced Bestore Defaults

Cancel
(Images 2)
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3. Please choose "Port Settings ", and then click on
"Advanced". Please choose the needed com, and click on"
ok”. ( see images 3)

[Advanced Sektings for COM3 2l
¥ Use FIFD UART)
oK

Selec lower selings to conect cormection prablers.

< " Cancel

Select higher setings forfaster perfomance.
Defauls
Receive Buffer: Low(l) ——————————————— | Hghpy 14

Transmit Bufer: = | hwpg 09
COM4
M5
coMs >

COM Pot Number:  [COM3 -

(Images 3)

Notice:

If the Modem could not link with the new port, and run
smoothly when changed the port, please un-install Modem,
and re-install it.

When changing the port, the peripheral equipment could not
shift to the new port, and run smoothly. Under this situation,
please un-install the equipment and re-install again.



3.4 How to Set Up the RS232 Serial Device

Follow the following steps to connect your RS232 Serial Device
(ie: Modem) to the USB port of your PC:

1. Turn off your Serial Device (ie: Modem). Plug the DB 9P
connector of the USB-Serial cable AU0002B into your Modem.
Turn on the Modem afterwards.

2. Turn on your computer and plug in the USB connector of the
USB-Serial cable into the USB port.

3. If you have already installed a Modem device before, click
Start, Settings, Modems. Open Modems Properties, select the
Modem, and click Properties. In General tab, please change
the Port value to USB to Serial Port (COM3).

4. After finishing these processes, you can use USB to Serial
Bridge Cable to connect RS232 Serial 56K FAX Modem and
execute the Dial-up function to connect Internet, and send the
FAX with the FAX software (ie: Microsoft FAX) properly.

Standard 56000 bps ¥30 Modem Properties HE

General | Connection |

Standard 56000 bps Y30 Modem

Eort: [USE toSerial Por [COM3) =
Commurications Fort [COMT
[ Speakild Port [LOM3)
Vitual Infrared COM Port

ot .—J On

[~ Makimum speed

115200 k3

IS Gy canmect st saeed

Cancel




3.5 Uninstalling the Driver Program

If you want to remove the USB-Serial cable driver program, you

can uninstall it by following the steps below:

1. Unplug the USB-Serial cable from your PC.

2. Run the DRemover98_2K.exe program from the software
CD-ROM, then reboot the PC.

Press OK to remmove driver.

& Tf o want ) dnstall new driver, yom mmust re-boat Pindows system now.
diately?

il yow. ve-boot Windows system mmediat

X F

Remove driver successiullyl

i Exit ]

main requirements of the Directive 2004/108/EC of
the European Parliament and the Council of Europe
concerning telecommunications and terminals
regarding the Safety and health of users and of
electro-magnetic interference compliance. The CE
has been demonstrated. These statements are
deposited by the manufacturer.

c € The CE mark confirmed that this product meets the
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